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HAKKIMIZDA

WENTA, konusunda deneyimli miihendisleri ve calisanlari ile 1sitma sektdriinde cagin teknolojisine uygun coziimler sunmaktadir. Uretim merkezi Ankara'da
olup 4000 metrekare kapali alan icerisinde cagin teknoloji sistemleri kullanilarak; Buhar Jeneratérleri, Buhar Kazanlari, Kizgin Su Kazanlari, Kizgin Yag
Kazanlari, Ekonomizerler, Degazorler, Kapali Genlesme ve Hidrofor tanklar tretmekte, anahtar teslimi tesisler sunmaktadir. Dinamik yapisiyla kisa siirede
kalict miihendislik ¢éziimleri yaratmakta olan WENTA, musteri odakli calismayi ilke edinmistir. Firmamiz bircok tilkeye ihracat yapmakta ve yurt icinde de
6nemli pazar payina sahiptir.

WENTA trtinleri ISO 9001-2015, TSE ve CE kalite belgelidir, belgelerin gerektirdigi normlara uygun imalat yapilmaktadir.

ABOUT US

WENTA provides high technology solutions in the heating industry with its experienced engineers and employees. The Company produces a wide range of innovative
designs and products in its 4,000 meter square facility headquartered in Ankara. WENTA specializes in manufacturing a broad line of high-quality products such as steam
generators, steam boilers, superheated oil boilers, superheated water boilers, expansion tanks, hydrophore tanks, deaerators and economizers also provides turnkey
installations . With its dynamic organizational structure, WENTA efficiently creates long-lasting engineering solutions tailored to the needs of our customers and follows
customer-focused approach. Our company is doing export to many countries and within the country also has significant market share.

WENTA products have IS0 9001-2015, TSE and CE quality certifications and manufactured in accordance to these standarts.
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WENTA KATI YAKITLI MEKATRONiIK KENDINDEN STOKERLi BUHAR KAZANLARI

*Silindirik yapida t¢ gecisli, alev-duman borulu.

*Buhar ihtiyaci olan her isletmede kullanilabilir.

*Yatinim ve kullanimda ekonomiktir.

*Buhar kazanlari imalati; (Technische Regeln fiir Dampfkessel), DIN (Deutsches Institut fiir Normung) normlari ve TS 377 , EN 12953 standartlarina uygun
olarak imal edilmektedir. (isteginiz dogrultusunda “Tiirk Loydu” veya “TUV" kontrollii olarak imalati yapilir.)

*Kazanlarimizin imalatinda mensei ve kalite sertifikali ana sac aksamlari DIN 17155, HIl, 17Mn4, 19Mn6, EN10028, P265 GH, P295 GH ve EN 10204-3-1
sertifikali sac malzeme kullanilmaktadir.

*Kazan borulari icin DIN 17175, EN 10216, DIN 2448, St 35.8.1 Celik Cekme dikissiz kazan borusu kullanilmaktadir.

*Skog tipte tretilen kazanlarimiz yuksek verimlidir.

*Kazanlarimiz ani buhar kullanimina imkan verecek sekilde biyik buhar hacimli olarak imal edilmektedir.

*Besi suyu girisi, buhar cikisi, yizey blafd, dip bléfu, nefeslik, emniyet ventilleri, otomatik seviye kontrolu ve seviye gostergeleri icin gerekli kolektorler,
kapasitesine gore 2 veya 3 adet temizleme menhold, kiil alma agzi, 6n ve arka kismina birer adet el deligi ile techiz edilmistir.

*Buhar ile su zerreciklerinin striiklenmesini en aza indirmek icin kazan icerisinde 6zel dizayn edilmis su tutucular konulmaktadir. Béylece sisteme giden
buharin daha kuru olmasi saglanmaktadir.

*Kalite sistemimizin temelini olusturan ISO 9001-2015 kalite sistemleri; tasarim - gelistirme Uretim - tesis ve hizmet kalite yonetimi modeli olarak
secilmistir.

*Kazan izolasyonu isteginize bagli olarak Galvanizli sac, Aliminyum, Gofrajli Aliminyum, Paslanmaz veya Boyali sac olarak yapilmaktadir.

*Cevreye duyarli partikiil tutucu siklonla techiz edilmistir.

*Brulor monte edilerek sivi veya gaz yakit yakabilir 6zellige sahiptir.

*Su sogutmali yakma potasi sayesinde, yakma potasi erimeleri engellenmistir. (Bu sistem Wenta'ya aittir).

WENTA PLC KONTROLLU MODULASYONLU YAKMA SiSTEMi

*Bu sistem sayesinde komur sarfiyatinda diger yakma sistemlerine gére %20 tasarruf saglanmistir.

*Ani kalkis ve duruslar olmadigindan baca dumani en aza indirgenmistir.

*Komur brulérde gaz yakar gibi modiilasyonlu yakilmaktadir.

*PLC kontrol vasitasiyla baca fani ,yakma havasi fani ve stoker rediiktdrt buhar ihtiyaciniza gére otomatik algilamakta , ihtiyac duyulan kémdir ve hava
miktarlari orantili, degisen degerlerde otomatik olarak ayarlanan devirlerde yakilmaktadir.

*Bu sayede %20 daha az kémur harcanirken, elektrik sarfiyatindan %35 tasarruf saglanmakta, cevre kirliligide azalmaktadir.

WENTA SOLID FUEL MECHATRONIC INTRINSIC STOKER STEAM BOILERS

*Cyclindrical shape, 3-pass type with fire-smoke tube

*Suitable to use in every facility with steam requirement.

*Very economical for investment and application.

*Steam boilers are manufactured in accordance with (Technische Regeln fur Dampfkessel), DIN (Deutsches Institut fur Normung) norms and TS 377, EN 12953
standards.

(“Turkish loyd “ or “TUV" controlled manufacturing can be performed on your request.)

*DIN 17155, HIl, 17Mn4, 19Mn6, EN10028, P265 GH, P295 GH ve EN 10204-3-1 quality certificated main component sheet metal materials are used in boiler
manufacturing.

*Boilers are manufactured with DIN 17175, EN 10216, DIN 2448, St 35.8.1 steel seamless drawn boiler pipes.

*Skotch type wenta boilers are highly efficient.

*Boilers are manufactured with large steam volumes to support instantaneous steam usage.

*Boilers are equipped with feed water inlet, steam outlet, surface blow down, bottom blow down, air vent, safety valves, collectors for automatic level control and for
level indlicators, 2 or 3 cleaning manholes depending on capacity, hole for ash and a hand hole on front and rear parts.

*Boiler is equipped with special design water traps to prevent water partides drag into boiler. Thus dry steam is supplied to the system.

*IS0 9001-2015 Quality Management Systems are selected in order to implement the basics of quality management models that include design & development,
production, facility and service quality management.

*Boiler’s isolation is made from Galvanized Sheet Metal, Aluminum, Knurled Aluminium, Stainless or Painted Sheet Metal depending on your preference.
*Equipped with environment friendly particle holder cyclonite.

*Suitable to burn gas and liquid fuels when equipped with a burner.

*Pot melting is prevented with water-cooled burning pot system. (This system is unique to Wenta)

WENTA PLC CONTROLLED MODULATING BURNING SYSTEM

*By the virtue of this system 20% savings from coal consumption is achieved in reference to other burning systems.
*Flue gas is minimized since there is no instant start and stop operations.

*Coal is burned modulating same as a gas burner.

*Through plc control; flue fan, combustion air fan and stoker reductor automatically detects steam requirement, required coal and air amounts are burned proportionally

at automatically set values. Thus 20% less coal is consumed and 35% savings from electricity expenditures are achieved and environmental pollution is reduced.
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ALEV DUMAN BORULU YUKSEK BASINGLI KATI YAKITLI
MEKATRONIK KENDINDEN STOKERLi BUHAR KAZANLARI ( WSBK )
HIGH PRESSURE SOLID FUEL MECHATRONIC INTRINSIC STOKER STEAM
BOILERS WITH FIRE SMOKE TUBES (WSBK)
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WSBK-25 25 500 280.000 50 3.6 1750 | 2250 2765 3515 1800 1360 | 300 | 2300 | 45 | 46 | 48 | 6.6
WSBK-40 40 800 448.000 60 5.1 1950 | 2450 3065 4115 2150 1450 | 350 | 2300 | 5.6 | 5.7 | 6.1 6.8
WSBK-50 50 1000 560.000 60 5.5 2100 | 2600 3265 4315 2300 1500 | 350 | 2300 | 6.6 7.1 7.6 7.9
WSBK-60 60 1250 700.000 65 6.5 2200 | 2700 3365 4415 2400 1650 | 400 | 2400 | 7.6 | 8.1 83 | 9.4
WSBK-70 70 1500 840.000 65 7.0 2300 | 2800 3465 4615 2500 1680 | 450 | 2400 82 | 88 | 9.5 | 10.2
WSBK-90 90 2000 1.120.000 70 8.8 2400 | 2900 3765 4915 2850 1730 | 500 | 2500 | 9.1 9.8 1105 | 11.2
WSBK-120 120 2500 1.400.000 75 13.6 2550 | 3050 4765 5965 3800 1850 | 550 | 2500 | 12.1 | 12.4 | 13.9 | 147
WSBK-150| 150 3000 1.680.000 75 15.2 2800 | 3300 4865 6015 3900 2000 | 600 | 2500 | 14.5 | 147 | 165 | 17.6

Not: Desgisiklik yapma hakkimiz saklidir. ~ Note: We reserve the right to make changes.




WENTA TEKNOLOJISINDEN ORNEKLER
SAMPLES FROM WENTA TECHNOLOGY
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YUKSEK BASINGLI BUHAR
VEKIZGIN SU KAZANLARI
HIGH PRESSURE STEAM AND
SUPER HEATED WATER BOILERS
BOAOMPEMH bIE KOT/ bl

EKONOMIZER
ECONOMIZER

3KOHOMAW3EP

ELECTRICAL HEATING BOILERS
3NEKTPUYECKME
OTOMATE/TEHBIE KOT/TbI

d ELEKTRIKLi KALORIFER KAZANLARI

PAKET BUHAR KAZANI

MAKETHBIE MAPOBBIE
KOT/bl

TAM OTOMATIK DEGAZORLER
FULL AUTOMATIC DEAERATOR
[ETA3ATOPHI

WENTA ISI TEKNOLOJILERI A.S.

PACKAGE STEAM BOILER

KIZGIN YAG KAZANLARI
THERMAL OIL BOILERS
HEQTb KOT/1bl BOPOXKEA B

ELEKTRIKLI MEKATRONIK
©  BUHAR JENERATGRLERI
| ELECTRICAL MECATRONIC
STEAM GENERATORS
3NEKTPUYECKNE
MAPOIEHEPATOPbI

YUKSE.K BASINCLI KATI YAKITLI
MEKATRONIK KENDINDEN STOKERLI

J BUHAR KAZANLARI
HIGH PRESSURE STEAM BOILERS
WITH SOLID FUEL

MAPOB bIE KOT/1bI CO CTOK
EPOM HA TBEPZIOM
TOMNMBE

HIDROFOR VE GENLESME TANKLARI
HYDROFOR & EXPANSION TANKS
TMAPO®OPHBIE /1 PACLLMPATE/TBHBIE
] BAKN

H .
! O/ MEKATRONIK
Eﬁ(" L i; _ BUHAR
. JENERATORLERI

| i MECATRONIC

l A2 STEAM
3 ] GENERATORS
MAPOB blE

"EHEPATOP bl

d ___KATI YAKITLI STOKERLI ON OCAKLI
I BUHAR KAZANLARI
STEAM BOILERS WITH FRONT
FURNACE

TMAPOBBIE KOT/TbI C
OPOHTA/TEHOM TOMKO 1A

SASE USTU PAKET
BUHAR KAZANLARI
PACKAGE STEAM BOILERS
ON CHASIS

MAKETHBIE MAPOBBIE
KOT/bIHA
LLACCU3A3EMITEH
MAKET

AKUMULASYON TANKLARI VE
TEK-CIFT SERPANTINLI BOYLERLER
ACCUMULATION TANKS AND

SINGLE-DOUBLE SERPENTINE WATER HEATER

AKKYMYNALIMOHHBIE BAKI M1
0[HO-BYX MOTOYHBIE CEPMAHTHH

MOBWITHBIE MAPOBBIE CTAHLIMIA

Ankara Fabrika - Genel Mudiirlik / Factory-General Management / lLirab-kaptipa
ASQ 1. 0SB Tiirkmenistan Cad. No:11 06935 Sincan/ANKARA, TURKEY
 +90312267 4900 12+90312 2675599 [J+90 530 148 0 888

Kirsehir Fabrika / Factory / 3ason

Kirgehir OSB. Gilldiken Mah. Cacabey/KIRSEHIR, TURKEY

, +90386 2721040 12+90 386 272 10 41

istanbul Bélge Miidiirliigii / Regional Directorate /PeruoransHoe otmeneme

{, +90 216 347 50 05 z+90 216 526 57 42

Azerbaycan Miidiirliigii / Azerbaijan Directorate / A3epbaitmate ynpasnexue

0 +90533 014 46 15

Rusya Miidiirliigii / Russia Directorate / Ogwc 8 Poccumn

U +90533014 46 15

Ukrayna Miidiirliigii / Ukrain Directorate / O¢uc 8 Yrpanne

0 +90 543 267 49 00

(J FUEL OIL POMPALAMA [STASYONU

KALORIFER KAZANLARI FUEL OIL PUMPING STATION
- - CENTRAL HEATING BOILERS MA3YTO-HACOCHAA CTAHLIA
MOBIL BUHAR SANTRALLERI OTOMUTESbHBIE KOT/TbI
MOBILE STEAM POWER PLANTS
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